20 x 40 EPS vertical cavity battens
(or 19 x 42 Cavibat battens)

Building paper Internal lining
Selected Supercoat ™ A / A
Coating Systerm \} : | A Timber frame and
ki -3 [ -+ insulation
13 $ '
1 Q- r
l : $ Plastercrete system
Cut drainage holes in ; {I E ! || panel screws embedded
give 1000mm?2 per\ ."H‘ timber frame
metre of run \{lP 'S
) N
N bl ]
MR S o A
g5 - Discontinuous horizontal 20 x 40
g § Lt , EPS battens, 100mm long as
- § RS i 4 \ required for fixing, installed at a
% g8 : 5° slope (or 19 x 42 Cavibat
N battens,
5 Jﬂ| g -
E /JConcrete founaation by others |
3 & /o | N
- a7 g
5 S DPC compliant with | _
S| § NZBC by others : '
8| § | -
§ N \P/astercrete system
§ ~ _ bottom edge bead
E .
N 7 )
N N __pvig_ | A
<
Clear Ground Level A A
<
A .
Standard Detail

Title:

Rebated Concrete Foundation Detail

e

12T Plaster

aac facade system

Date. February 2017 Detail No. 04

This drawine must he read in coninnction with the Plastercrete Drained & Ventilated Claddine Desion Gnid:




